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SUMMARY OF CHANGES

1. Changesto Section 15131

Paragraph 3.2.1 Dry Tests: Delete the third sentence that reads, “ After pumping unit has been completely assembled,
including all rotating elements...” in its entirety and replace with the following: “After installation of all pumps,
including the lubrication system, operate each pump for a period of 2 minutes in the dry.

2. Changesto Drawings

Drawing R-P-GF-64/616, Coordinate F-2, Add the Following Note 2: “The Contractor shall submit shop drawings
of the pump discharge system for approval. See drawings 64/584 and 64/585 for plan and profile of the pump station
and gatewell. Alternate acceptable means of connection to the gatewell and pump station include using EBAA Iron
Flex-Tend expansion joints (restrained). The expansion joints shall be a double ball design at the gatewell and a
single ball design at the pump station. The expansion joints shall transition into the restrained joint pipe system.
Another acceptable means of connection to the gatewell and pump station is to use ball and socket, ductile iron river
crossing pipe between the pump station and gatewell. The Contractor may transition to the US Pipe TR FLEX pipe
system (or equal), however, at least two ball and socket joints shall be provided at the gatewell. At least one ball and
socket joint shall be provided at the pump station. All joints shall be restrained.”

Drawing R-P-GF-64/616, Coordinate F-2, Add the Following Note 3: “At the discharge pipe penetrationsin the
gatewell, provide a ductileiron wall sleeve (or core drilled opening) and double Link Seals (or equal).”

Drawing R-P-GF-64/616, Coordinate F-2, Add the Following Note 4: “Provide a flap gate on the termination of the
6" sump pump discharge line.”

Drawing R-P-GF-64/600, Section B add "Belting is attached with 1 1/2" by 1/8" Becker Bar bolted @ 12"
ocC"

3. General Questions

Q.) Sections A & D show skin plate on one side (N.S.). All other sections show skin plate on (F.S.) & elevation is
guestionable.

R.) Drawing convention for horizontal cuts is looking down from behind the bulkhead. Sections A & D show
correct skin plate location.



